Inquiry and order form for lateral MEILLER roll-up tarpaulins for three-way tippers on 3-/4-axle chassis and centre-axle trailers (MZDA)

Note:
- protective plate only in combination with a raised front wall (three-way tipper)
- new roll-up tarpaulin system only in combination with D316, D321, D421, D428, DA16 and MZDA
- for superstructures delivered before 2016 adaptation work may be required.

Company: .......................................................... ................................................................. Sector: ..........................................................
Street: .......................................................... City: .......................................................... Phone/Fax: ..........................................................
E-Mail: .......................................................... Customer no.: .............................................. Contact person: ..........................................................
Chassis manufacturer: ..........................................................

Fill in the data from the identification plate which can be found at the front of the tipper body

In case no identification plate is available please fill in the following

Tarpaulin material and colour (please check):

**Standard:**
- PVC 650 g/m²
  - RAL 7037 (dust grey)
  - RAL 9005 (deep black)
  - RAL 9006 (white aluminium)

**Optional (upon request against surcharge):**
- PVC 650 g/m²
  - RAL 1021 (rape yellow)
  - RAL 2008 (bright red orange)
  - RAL 3002 (carmine red)
  - RAL 5002 (ultramarine blue)
  - RAL 5010 (gentian blue)
  - RAL 5012 (light blue)
  - RAL 6001 (emerald green)
  - RAL 6026 (opal green)
  - RAL 7035 (light grey)

**SI 360 g/m² (bitumen-resistant)**
- RAL 9005 (deep black)

\[1) SI = silicone-coated polyester fabric, heat-resistant up to 200°C, necessary for asphalt work in combination with finishers\]